


Mechanical characteristics

     framed   laminate

Length (A)    1.347 mm  1.339 mm

Width (B)    1.005 mm  997 mm

Thickness (C)    43 mm   5 mm

Weight     18 kg    15 kg

Junction Box    with 3 bypass diodes

Cable     unipolar 1.000 mm length

Front glass    Sekuritglass (thickness 4 mm)

Cell encapsulation   EVA (Ethylen-Vinyl-Acetat)

Backside     Multilayer Tedlar/Polyester/Tedlar

Frame     Anodised extruded aluminium

Electrical characteristics

At 1000W/m2; 25°, AM 1.5   PX48-180  

Maximum power (P
max 

) [Wp]  180   

Power tolerance (W)   0/+5 Wp   

Short circuit current (I
sc 

) [A]  8.62   

Open circuit voltage (U
o 
) [V]  29.12   

Mpp voltage (U
mpp 

) [V]   22.51   

Mpp current (I
mpp 

) [A]   8.07     

Temperature coeffi cient U
0
 [ mV / °C]  –125    

Temperature coeffi cient I
SC
 [ mA / °C]  4    

Temperature coeffi cient P
nom 

[ % / °C]  –0.43    

Maximum system voltage [V]   1000    

Dimensions Exclusive Distributor Germany

PVLINE GmbH

Passauer Str. 36

94161 Ruderting

www.pvline.de

info@pvline.de

Manufacturer

Solarday S.p.A

Via delle Industrie 27

20050 Mezzago


