


Mechanical characteristics

framed laminate
Length (A) 1.665 mm 1.657 mm
Width (B) 1.005 mm 997 mm
Thickness (C) 43 mm 5 mm
Weight 22 kg 19.5 kg

Junction Box

with 3 bypass diodes

Cable

unipolar 1.000 mm length

Front glass

Sekuritglass (thickness 4 mm)

Cell encapsulation

EVA (Ethylen-Vinyl-Acetat)

Backside

Multilayer Tedlar/Polyester/Tedlar

Frame

Anodised extruded aluminium

Electrical characteristics

At 1000W/m?; 25°, AM 1.5 PX60-220 PX60-230
Maximum power (P__ ) [Wp] 220 230
Power tolerance (W) o/+5 Wp o/+5 Wp
Short circuit current (I_) [A] 8.29 8.54
Open circuit voltage (U, ) [V] 37.1 37.7
Mpp voltage (Umpp) [V] 28.5 29.0
Mpp current (Impp) [A] 7.72 7.93
Temperature coefficient U, [mV/°C] —125 —-125
Temperature coefficient I, [mA/°C] 4 4
Temperature coefficient Pnom[%/"C] -0.43 -0.43
Maximum system voltage [V] 1000 1000
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Manufacturer
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