
Solar Module  
Type Amerisolar AS-175/180M

Physical characteristics 

Cell type: monocristalline

Number of cells: 60

Premium quality

High efficiency serial modules

Highest output due to anti reflective coating

Plus tolerance

Monocristalline high performance cells

High load capacitiy: 5400 Pa = 540 Kg

10 year manufacturer warranty

Warranty and Certification

Guaranteed peak Power Limited Warranty (80% of P
Flash 

): 25 years

Guaranteed peak Power Limited Warranty (90% of P
Flash 

): 10 years

TÜV ID 0000023027

CE

SK II – IEC 61215

IEC 61215



Mechanical characteristics

Length (A)		   1.580 mm

Width (B)		   808 mm

Thickness (C)		   45 mm

Weight			    15,3 kg

Cable			    900 mm length with MC4 connectors

Front glass		   ESG 3,2 mm, anti reflective coated

Cell encapsulation	  EVA (Ethylen-Vinyl-Acetat)

Backside		   Tedlar

Frame			    Aluminium-alloy

 

Electrical characteristics

At 1000 W / m2; 25°C; AM 1.5		   AS-175		             AS-180		

Maximum power (P
max 

) [Wp] 	    	      175	                            180

Power tolerance (%) 	         		      0 /+ 3	  	            	  0 /+ 3

Short circuit current (I
sc 
) [A] 	 5,65	  5,75

Open circuit voltage (U
0 
) [V] 	 43,20	 43,60

Mpp voltage (U
mpp 

) [V] 	 34,40	 34,80

Mpp current (I
mpp 

) [A] 	 5,09	 5,17

Temperature coefficient U
0
 [% / °C] 	 –0,35	 –0,35

Temperature coefficient I
SC
 [% / °C] 	 0,04	 0,04

Temperature coefficient P
nom 

[% / °C] 	 –0,47	 –0,47

Maximum system voltage [V] 		      1000			      1000

Dimensions Exklusive Distributor Germany

PVLINE GmbH 

Passauer Str. 36 

94161 Ruderting 

www.pvline.de 

info@pvline.de

Producer

Worldwide Energy and Manufacturing USA inc. 

480 N. Canal Street Unit A&B 

South San Francisco, CA 94080
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